
FTS 370i Power Cable

 ì Part number: 11000003422
 ì Temperature rating: -40°C to +90°C dry, 75°C wet
 ì Cold bend at -40°C
 ì Voltage rating: 600V RMS 
 ì Overall diameter: 0.34” nominal 
 ì Weight: 74 lbs/1000 ft
 ì Cable length: 50’, terminated at both ends
 ì UL type tray cable (type TC rated)
 ì Jacket: Direct burial, sunlight (UV) resistant, ozone resistant, flame retardant, black 

chlorinated polyethylene
 ì Conductors: 18 AWG

FTS 370i Cables

ITEM NUMBER INSULATION COLOR
1 Black

2 White

3 Green

4 Red

5 Orange

6 Drain



FTS 370i Cables

FTS 370i Radar Cable

 ì Part number: 11000015828
 ì Temperature rating: -40°C to +90°C dry, 75°C wet
 ì Cold bend at -40°C
 ì Voltage rating: 600V RMS
 ì Overall diameter: 0.47” nominal 
 ì Weight: 127 lbs/1000 ft
 ì Cable length: 50’, terminated at both ends
 ì Shielded tray cable (type TC rated) 
 ì Jacket: Direct burial, sunlight (UV) resistant, ozone resistant, flame retardant, black PVC
 ì Conductors: 18 AWG

ITEM NUMBER INSULATION COLOR
1 Black

2 Red

3 White

4 Green

5 Orange

6 Blue

7 Brown

8 Yellow

9 Violet

10 Grey
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